	DIMENSIONS
	 

	
PVC seamless round duct is extruded in 6" through 24" sizes to Iron Pipe Size (IPS) dimensions. Produced in IPS diameters, PVC Duct piping has large internal flow areas that can easily be adapted to other common IPS PVC fittings, reducing fabrication and installation time. For space considerations in congested areas such as pipe chases, additional ID sizes are available in 7", 9" and 11" diameters. All PVC Duct strictly conforms to the following dimensions:

SIZE

AVG. OD

AVG. OD TOL.

O of R TOL.

MIN. WALL

AVG. WALL

MAX. WALL

WT(lbs) PER FT.

6"

6.625

+/- .020

+/- .050

.172

.187

.202

2.275

7"

7.375

+/- .020

+/- .050

.172

.187

.202

2.534

8"

8.625

+/- .020

+/- .075

.172

.187

.202

2.982

9"

9.375

+/- .025

+/- .075

.172

.187

.202

3.239

10"

10.750

+/- .025

+/- .075

.172

.187

.202

3.733

11"

11.375

+/- .025

+/- .075

.172

.187

.202

3.944

12"

12.750

+/- .025

+/- .075

.172

.187

.202

4.440

14"

14.000

+/- .030

+/- .075

.172

.187

.202

4.884

16"

16.000

+/- .030

+/- .075

.172

.187

.202

5.586

18"

18.000

+/- .040

+/- .080

.172

.187

.202

6.750

20"

20.000

+/- .070

+/- .140

.199

.219

.239

8.144

24"

24.000

+/- .090

+/- .180

.230

.250

.270

11.163


	


Note: All PVC duct and shapes are manufactured from NSF Std. 61 Approved Type 1,

Grade 1 PVC compounds; Cell Classification 12454-B per ASTM D1784

